
Id.no.:

C/S Pleijel

Owner   Baltic Offshore
Year Buildt  1972/1989/2015
Type   Cable Installation and
  Repair Vessel
Class   Bureau Veritas
  Special Service/Cable 
  laying vessel
  Unrestricted navigation
  CL, Ice III, AUT-UMS
  DYNAPOS AM/AT-R
Flag   Swedish

Tonnage/Dimensions
GRT   2 138
LOA   86,60 m
Breadth   13,00 m
Draught   3,60 m (moulded)
Speed   11 knots

Machinery
Thrusters  Stern Azimuth 800 kW
  Azimuth thruster 600 kW
  Bow/tunnel thruster 492kW
  Bow/tunnel thruster 440kW
Generators  1 x 1520 kW Wärtsilä 8L20
  2 x 647 kW Cummins type 38-62
  1 x 336 kW Cummins type 1B

Navigation equipment
DGPS   2 x C-nav 3050
Echo Sounder  Skipper
Gyro   3 x KongsbergNavigat X MK1
Underwater  HiPap501 Acoustic / MRU-5
Positioning
DP-system  Kongsberg, K-pos 22
Navipac   Adveto Aecdis with custom made
  laying log

Cable handling and Survey Equipment
Survey

Kongsberg EM 2040 MKII Multibeam  
Echosounder. Kongsberg Seatex - Seapath 380.

Turntables and Loading Capacities
 Capacity  Diameter
Aft:  800 t  11,7 m
Mid:  1100 t  11,7 m
Fore:  400 t  8,0 m

Max height about 3,40m and max cable load 1100 tonnes.

Linear Cable Engine 3000

Model:  Linear 4 x 3 tonnes
Speed:  0 - 8,8 km/h

Capstan Wheel

2 drums by 3,0 m diameter, Max pull 15 tonnes 
per drum. Max speed at laying 8,8 km/h. Can be 

handling.

Jointing and Testing

Full facilites for jointing and testing of FO- 
cables and for HV-jointing on deck.

ROV

Obs-ROV for Touch Down Monitoring and inspec-
tions with underwater positioning and Blue View 
Sonar. W-ROV and ROTS (trenching system) for 

Call sign SMWY, IMO 7229502


